








HOW TO OPERATE
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SYSTEM
Press the SYSTEM tab at the top of the WAD manager program. A new screen will show

Server Name (Location name)
1. Channel name
2. Channel name

Tap on any name above to edit. Press the Apply button to save the changes. The changes will be
reflected immediately in the WAD-C50 Apps of iPhone, iPad, or Android devices.

On the SYSTEM screen, you can also press to REBOOT or Power Off the WAD server.

App for iPhone/iPad

Go to Apple App Store from your iPhone/iPad. Search and download the CiNet.com WAD-C50i App
for free. For the latest and detailed instruction on how to use the App, go online to
http://www.cinet.com/iphone manual.html.

In iPhone/iPad, go to Settings and to Wi-Fi. Turn on the Wi-Fi and select “CiNet.com XXXXXXXX”
as the network. The name “XXXXXXX” will change depending on the location. Also if the network
is password protected, input the password. Return to Settings and confirm that the Wi-Fi is connected
to the network.

Return to Homepage and start the WAD-C501 App. The menu of the WAD-C50i App will appear.
Select the channel and volume level you wish. Press the “4” button on the right top corner to see the
user manual. Press the “i” button again to close the manual.

If the WAD-C501 App does not connect to the WAD server successfully, press the REFRESH button to
try again.



HOW TO OPERATE

!1 App for Android Smartphone/Tablet

Go to Google Play Store from your Android device. Search and download the CiNet.com WAD-C50A App
for free. For the latest and detailed instruction on how to use the App, go online to
http://www.cinet.com/android manual.html.

In the Android device, go to Settings and to Wi-Fi. Turn on the Wi-Fi and select

“CiNet.com XXXXXXXX” as the network. The name “XXXXXXX” will change depending on the
location. Also if the network is password protected, input the password. Return to Settings and confirm
that the Wi-Fi is connected to the network.

Return to Homepage and start the WAD-C50A App. The menu of the WAD-C50A App will appear.
Select the channel and volume level you wish. Press the “?” button on the right top corner to see the
user manual. Press the “?” button again to close the manual.

If the WAD-C50A App does not connect to the WAD server successfully, press the REFRESH button to
try again.
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1 | TROUBLE SHOOTING

There may be various reasons for abnormal operation of the WAD server. Please refer to the trouble
shooting guide below. For continuing problems, contact your local dealer or CiNet.com by call:
1-562-777-1847 or email: sales@cinet.com. You can also find the latest version of User Manual at
http://www.cinet.com/wad user manual.html.

1. No power

2. No audio

3. Stuttering audio

4. No Server Found

Check the power cord to be firmly connected to the WAD server.
Check the power supply switch on the back panel is turned on.

Check the RCA connections to the ADC.

Check the USB connections from the ADC to the WAD server.

Check the Console Tablet in the MONITOR screen for the audio
output levels.

Check the Wi-Fi settings of iPhone, iPad, or Android devices.

Check the Wi-Fi signal strengh in your listening device.
Check the location of the Access Point.
Check the audio output levels in the Consol Tablet MONITOR screen.

Check the Wi-Fi signal strength in your listening device
Check the number of customer/smartphone logins. Each Access Point
is limited to 60 customer/smartphone logins.

For updated Trouble Shooting guide, please check online at www.CiNet.com.
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